WARNING:
Extended continous transmission may cause a failure of the equipment. See "transmission time limit" below.

Preliminary hardware modification
Loosen the four screws on the side of the set.
Remove the four screws on the bottom of the set.
Remove the bottom of the case.

Locate the two jumpers on the Control Unit, on the opposite side of the panel (see in figure, below.)
  +--------------------------------------------------------------+
  |                    | | <----- remove (blue)                  |
  |                                                              |
  |                                                              |
  |          CONTROL UNIT                                        |
  |                                 ________                     |
  |                                |  ic 2  |                    |
  |                                |________|                    |
  +--------------------------------------------------------------+
                           panel side
Remove the blue chip jumper (0 OHM). Use a soldering iron with a thin tip in order not to damage other components or patterns.

Refit the rear of the case by reversing the order of disassembly. 
Fixed-band repeater operation

With the fixed-band repeater, the transmission band is fixed, and if a signal come in on the remaining band, and the BUSY turns on, the transmit mode is entered and modulation is done using the received signal.
If the option band is present, turn off one of the three band.

Set the frequencies of two bands (rx/tx split are also permitted.)

Set a band as the transmission (PTT display) and operation (green indicator) band (press the band select key.)

Hold down the [F] key for at least a second (the red led flashes), then press the [MUTE] key. 
Cross-band repeater operation

When the cross-band repeater function is being used, a signal enters one of two bands. Busy turns on, the other band enters the transmit mode and modulation is done with the received signal.
Set the frequencies of two bands (rx/tx repeater split are also allowed.)

Set a band as the transmit band (PTT display) and the other as the operation band (green indicator). This arrangement can be reversed.

Hold down the [F] key for at least a second (the red led flashes), then press the [MUTE] key. The dots on both frequency display flash, and the cross-band repeater works. Only reception is possible in the remaining band. 
Dual-in repeater operation (when the option band is installed)

With the dual-in repeater, the transmit band is fixed, and if a signal comes in on one of the other bands, Busy turns on, transmit mode is entered and modulation is done using the received signal.
Set the frequencies of all three bands.

Set a band as the transmission (PTT display) and operation (green indicator) band (press the band select key.)

Hold down the [F] key for at least a second (the red led flashes), then press the [MUTE] key.
The dots on the frequency display light. 
Turn-off repeater

To turn the repeater off, hold down the [F] key for at least a second (the red led flashes), then press the [MUTE] key.
The state before setting returns.

Repeater transmission time limit setting

The repeater transmission time limit is set with the time-out timer (TOT). The time can be set to 3, 5, 10, 20, 30 minutes, or OFF. (See the item about the TOT of the main unit.)




